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•  Each testing lane’s fall area is enclosed, preventing 
animals who have fallen from the rod from escaping.

•  Each lane has an infrared photobeam fall detection 
beam in the front, aimed at the back of the lane, just 
above the waste collection pan for independent animal 
measurement.

•    The redesigned textured rod allows animals to have 
better traction on the rotating rod without being able 
to grip onto it, and is more comfortable than traditional 
rod surfaces.

•  Completely encased in the motor housing, our direct 
drive motor delivers the most quiet operation ever 
offered by Med Associates. Noise production has been 
reduced from our previous model by 30% (from 64 to 
48 dB @ 40 RPM) NOTE: The noise produced remains constant up to 

the top speed of 100 RPM.

• Easy-to-clean design with a removable waste pan.

•  Each lane has a digital timer for a clear readout of the 
test time.

Manual Control:

• 5 constant speed profiles

• 5 accelerating profiles

USB Control:

•  User-defined protocols utilize speeds from -100 to 
+100 RPM

• Change from any speed to another in 1 second

•  Ramp, step, interval, accelerating, and decelerating 
profiles possible

•    Use either a desktop or laptop PC

•  Operate up to four Rota-Rods simultaneously on a 
single computer

ROTA-ROD FEATURES

ENV-571R

ENV-571M

OVERVIEW OVERVIEW

MOUSE
PRESET SPEEDS

FIXED ACCELERATING 

Setting RPM Setting RPM

0 16 5 2  20

1 20 6 2.5  25

2 24 7 3  30

3 28 8 3.5  35

4 32 9 4  40

FIXED ACCELERATING 

Setting RPM Setting RPM

0 8 5 2  20

1 10 6 2.5  25

2 12 7 3  30

3 14 8 3.5  35

4 16 9 4  40

RAT
PRESET SPEEDS

Note: Speeds of up to 100 RPM and reversed direction 
are achievable with the use of the Rota-Rod 2 Software 
(SOF-571). 

Note: Speeds of up to 100 RPM and reversed direction 
are achievable with the use of the Rota-Rod 2 Software 
(SOF-571). 
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ENV-574MENV-574R

ROTA-ROD FOR RATS ROTA-ROD FOR MICE

LANES
DRUM 
DIAMETER

FALL 
HEIGHT WEIGHT

LANE 
WIDTH OVERALL (WXHXD)

ENV-571M 1
1.25” 
(3.2 cm)

12”
(30 cm)

24 lbs 
(11 kg)

3” 
(8 cm)

13” x 18” x 13.5” 
(33 x 45.7 x 34.3 cm)

ENV-574M 5
1.25”
(3.2 cm)

12” 
(30 cm)

38 lbs 
(17.1 kg)

3” 
(8 cm)

25.5” x 18” x 13.5” 
(64.8 x 45.7 x 34.3 cm)

LANES
DRUM 
DIAMETER

FALL 
HEIGHT WEIGHT

LANE 
WIDTH OVERALL (WXHXD)

ENV-571R 1
2.75”
(7 cm)

17” 
(43 cm)

42 lbs 
(19 kg)

4.5”
(11.5 cm)

16” x 29” x 18.5”
(40.6 x 73.7 x 47 cm)

ENV-574R 4
2.75” 
(7 cm)

17” 
(43 cm)

67 lbs 
(30.4 kg)

4.5”
(11.5 cm)

33.5” x 29” x 19.5”
(85.1 x 73.7 x 49.5 cm)

SINGLE LANE ROTA-ROD

FOUR LANE ROTA-ROD

ENV-571R  RAT

ENV-574R  RAT

Includes Rota-Rod 2 Software (SOF-571) and USB cable.

SINGLE LANE ROTA-ROD

FIVE LANE ROTA-ROD

ENV-571M  MOUSE

ENV-574M  MOUSE

Includes Rota-Rod 2 Software (SOF-571) and USB cable.
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INCLUDED WITH PURCHASE OF UNIT

ENV-571M

• Organize test subjects

• Create Rota-Rod rotation protocols

• Control Rota-Rod via USB

• Store results in easily exportable text file formats

• -100 to +100 RPM speeds, 1 RPM resolution

• One second speed changes

COMPUTER REQUIREMENTS

• Windows 7, 8, 10, or 11 (32 or 64-bit)

• One USB 2.0 Port

NOTE:  This program does not control the legacy model rota-rods (ENV-575/-
575M or ENV-576/-576M)

ROTA-ROD 2 SOFTWARE

SOF-571  MOUSE+RAT

Use the Rota-Rod 2 software (SOF-571) with the ENV-
571 and ENV-574 series of Rota-Rods. 

USB control mode enables features such as:

•  Expanded speed capability, up to 100 RPM in both 
forward and reverse directions

•   Data is automatically recorded via the software

USB CONTROL MODE

STANDALONE MODE

Operate in standalone mode when the USB cable is 
not attached to the device. 

• Running time for each lane displayed on LCD

•  Limited speed capability, up to 40 RPM



p: 802.527.9724   |   f: 802.524.2110   |   www.med-associates.com   |   e: sales@med-associates.com


