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FIVE HOLE NOSE POKE WALL 
PACKAGE BASIC

 Paradigm assesses attention and performance with 
a visual discrimination task. 

SUMMARY OF CONTENTS

> MDF SAC + modular chamber
> Nose poke wall w/cue lights
> Modular pellet dispenser
> Pellet receptacle w/head entry detection and light
> SmartCtrl package

NOTE: Order MED-SYST-8-USB interface and software package to run up 
to eight test chambers or MED-SYST-16-USB to run up to sixteen. Interface, 
computer and software are sold separately.

MED-NP5M-B1  MOUSE

MED-NP5L-B1  RAT

FIVE HOLE NOSE POKE WALL 
PACKAGE DELUXE 

 Paradigm assesses attention and performance with 
a visual discrimination task.

SUMMARY OF CONTENTS

> PVC SAC + modular chamber
> Nose poke wall w/cue lights
> VeriFEED Pellet dispenser
> Pellet receptacle w/head entry detection and light
> Superport modules

 >  Special connection panel (SG-226C) for adjusting 
nose poke light intensity

 NOTE: Voltage for the first nine outputs is controlled by the fader settings. 
The next three outputs are generally used for a receptacle light, food or 
liquid reward, and a house light. The remaining four outputs select the 
desired fader settings.

NOTE: Order MED-SYST-8-USB interface and software package to run up 
to four test chambers or MED-SYST-16-USB to run up to eight. Interface, 
computer and software are sold separately.

MED-NP5M D1  MOUSE

MED-NP5L-D1  RAT

MED-NP5L-B1 (shown without SAC)

SKU DESCRIPTION A B C D

ENV-018MD Extra Tall MDF SAC C

ENV-018V Extra Tall PVC SAC D

ENV-022MD Standard MDF SAC A

ENV-022V Standard PVC SAC B

ENV-007-VP Extra Tall Modular Chamber w/Value-Pak Top for Rat C D

ENV-307W Wide Modular Chamber w/Value-Pak Top for Mouse A B

ENV-005 Stainless Steel Grid Floor, Level for Rat C D

ENV-307W-GFW Stainless Steel Grid Floor, Level for Mouse A B

ENV-215M-LED House Light for Rat C D

ENV-315W-LED House Light for Mouse A B

ENV-115A-07 5 Hole Curved Nose Poke Wall w/Cue Light for Rat C D

ENV-115C 5 Hole Curved Nose Poke Wall w/Cue Light for Mouse A B

ENV-200R2M Trough Pellet Receptacle for Rat C D

ENV-303W Trough Pellet Receptacle for Mouse A B

ENV-200RL-LED Receptacle Light for Rat C D

ENV-303RL Receptacle Light for Mouse A B

ENV-204 VeriFEED Pellet Dispenser A B C D

ENV-254-CB Head Entry Detector for Rat C D

ENV-303HDW Head Entry Detector for Mouse A B

DIG-712 SuperPort Input Module (16 In) B D

DIG-716P2 SmartCtrl Package (8 In/16 Out) A C

DIG-726 SuperPort Output Module (16 Out) B D
SG-226C Connection Panel w/Fader (16 In/12 Out) B D
SG-210CB DB25 SmartCtrl Cable, M/F, 25’ (7.6 m) B D

A = MED-NP5M-B1
B = MED-NP5M-D1

C = MED-NP5L-B1
D = MED-NP5L-D1

PACKAGE CONTENTS

FIVE CHOICE PACKAGES FIVE CHOICE PACKAGES

ENV-115A-07



MED-NP9M-B1

NOTE: Pictured with old 
feeder, now includes 
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NINE CHOICE PACKAGES NINE CHOICE PACKAGES

SKU DESCRIPTION A B C D

ENV-018MD Extra Tall MDF SAC C

ENV-018V Extra Tall PVC SAC D

ENV-022MD Standard MDF SAC A

ENV-022V Standard PVC SAC B

ENV-007-9NP Extra Tall Modular Chamber w/Value-Pak Top D

ENV-307W Wide Modular Chamber w/Value-Pak Top for Mouse A B

ENV-005-9NP Stainless Steel Grid Floor for Rat C D

ENV-307W-GFW Stainless Steel Grid Floor for Mouse A B

ENV-215M-LED House Light for Rat C D

ENV-315W-LED House Light for Mouse A B

ENV-115-9NP 9 Hole Curved Nose Poke Wall w/Cue Light for Rat C D

ENV-115C-9 9 Hole Curved Nose Poke Wall w/Cue Light for Mouse A B

ENV-200R2M Trough Pellet Receptacle for Rat C D

ENV-303W Trough Pellet Receptacle for Mouse A B

ENV-200RL-LED Receptacle Light for Rat C D

ENV-303RL Receptacle Light for Mouse A B

ENV-204 VeriFEED Pellet Dispenser A B C D

ENV-254-CB Head Entry Detector for Rat C D

ENV-303HDW Head Entry Detector for Mouse A B

DIG-712 SuperPort Input Module (16 In) B D

DIG-716 P3 SmartCtrl Package (16 In/16 Out) A C

DIG-726 SuperPort Output Module (16 Out) B D

SG-226C Connection Panel w/Fader (16 In/12 Out) B D

SG-210CB DB25 SmartCtrl Cable, M/F, 25’ (7.6 m) B D

A = MED-NP9M-B1
B = MED-NP9M-D1 

C = MED-NP9L-B1
D = MED-NP9L-D1

ENV-115C-9

 Paradigm assesses attention and performance with a 
visual discrimination task. 

SUMMARY OF CONTENTS

> MDF SAC + modular chamber
> Nose poke wall w/cue lights
> Modular pellet dispenser
> Pellet receptacle w/head entry detection and light
> SmartCtrl package

NOTE: Order MED-SYST-8-USB interface and software package to run up 
to eight test chambers or MED-SYST-16-USB to run up to sixteen. Interface, 
computer and software are sold separately.

NINE HOLE NOSE POKE  
PACKAGE BASIC

MED-NP9M-B1  MOUSE

MED-NP9L-B1  RAT

NINE HOLE NOSE POKE 
PACKAGE DELUXE

MED-NP9M-D1  MOUSE

MED-NP9L-D1  RAT

 Paradigm assesses attention and performance with 
a visual discrimination task. 

SUMMARY OF CONTENTS

> PVC SAC + modular chamber
> Nose poke wall w/cue lights
> VeriFEED pellet dispenser
> Pellet receptacle w/head entry detection and light
> Superport modules

 >  Special connection panel (SG-226C) for adjusting 
nose poke light intensity.

 NOTE: Voltage for the first nine outputs is controlled by the fader settings. 
The next three outputs are generally used for a receptacle light, food or 
liquid reward, and a house light. The remaining four outputs select the 
desired fader settings.

NOTE: Order MED-SYST-8-USB interface and software package to run up 
to four test chambers or MED-SYST-16-USB to run up to eight. Interface, 
computer and software are sold separately.

PACKAGE CONTENTS



STANDARD COMPONENTS SOFTWARE

SOF-700RA-8

ENV-115C-9

HOLES LIGHT (OD)
IR PLACEMENT 
(FROM FRONT)

ACCESS OPENING
(ODXD) FITS CHAMBER

ENV-115A-07 5 0.3” (0.8 cm) 0.49” (1.24 cm) 1” x 0.78” (2.54 x 2 cm) ENV-007

ENV-115A-08 5 0.3” (0.8 cm) 0.49” (1.24 cm) 1” x 0.78” (2.54 x 2 cm) ENV-008 

ENV-115C 5 0.3” (0.8 cm) 0.18” (0.45 cm) 0.5” x 0.4” (1.27 x 1.03 cm) ENV-307W

ENV-115C-A 5 0.3” (0.8 cm) 0.25” (0.62 cm) 0.5” x 0.4” (1.27 x 1.03 cm) ENV-307A

ENV-115-9NP 9 0.3” (0.8 cm) 0.49” (1.24 cm) 1” x 0.78” (2.54 x 2 cm) ENV-007

ENV-115C-9 9 0.3” (0.8 cm) 0.23” (0.58 cm) 0.5” x 0.4” (1.27 x 1.03 cm) ENV-307W
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FIVE HOLE CURVED NOSE POKE WALL

NINE HOLE CURVED NOSE POKE WALL

•  Installs in a modular chamber by removing the two center 
supports and sliding the ends of the wall into the remain-
ing modular channels.

•  A yellow stimulus light is mounted flush with the back wall

•  An extra grid rod is attached to the wall to fill the gap 
created by the curve.

 ◦ NOTE: extra grid rod cannot be used for aversive stimulus

•  Access openings in mouse units are circular, while rat 
are square

ENV-115-9NP  RAT | STANDARD ENV-115C-9  MOUSE | WIDE

FIVE CHOICE SERIAL REACTION TIME TASK PROTOCOL

NINE CHOICE SERIAL REACTION TIME TASK PROTOCOL

•  Includes basic preset procedures for both a reward and 
test interval

• Easily set:

• Run

• Limited hold (duration of the serial choice phase)

• Time out

• Reward duration

• Session time

• Cue duration

• ITI duration

SOF-700RA-8A  MOUSE+RAT

SOF-700RA-8  MOUSE+RAT

•  Twenty elements of data are documented for each trial 
and summary data, including:

• Responses:  

 ◦  correct/incorrect/premature/perseverant/time out

• Omissions

• Total receptacle head entries

• Percent:

 ◦ correct/incorrect/omission

• Average latency to responses: 

 ◦ correct/incorrect

• Average latency to reward

 NOTE: Any MedState Notation™ utility may be modified by the user, or custom 
coded by our software engineering department. Please contact Sales for details. 

ENV-115A-07  RAT | STANDARD

ENV-115A-08  RAT | STANDARD

ENV-115A-C  RAT | STANDARD

ENV-115C  MOUSE | WIDE

ENV-115C-A  MOUSE | CLASSIC

FIVE CHOICE SERIAL REACTION TIME TASK w/OLFACTORY PROTOCOL

SOF-700RA-33  MOUSE+RAT



SKU DESCRIPTION A

ENV-018MD Extra Tall MDF SAC A

ENV-007-VP Extra Tall Modular Chamber w/Value-Pak Top A

ENV-005 Stainless Steel Grid Floor for Rat A

ENV-215M-LED House Light for Rat A

ENV-115A-OF Five Choice Nose Poke Wall w/Cue Light & Olfactory Port for Rat A

ENV-275-5 Five Channel Olfactory Stimulus A

ENV-200R2M Trough Pellet Receptacle for Rat A

ENV-200RL-LED Receptacle Light for Rat A

ENV-204 VeriFEED Pellet Dispenser A

ENV-254-CB Head Entry Detector for Rat A

DIG-716P2 SmartCtrl Package (8 In/16 Out) A

A = MED-NP5L-OLF

ENV-275-5

FIVE CHOICE OLFACTORY PACKAGES FIVE CHOICE OLFACTORY PACKAGES

NOTE: Pictured with old 
feeder, now includes 
VeriFEED pellet dispenser
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PACKAGE CONTENTS

 Paradigm assesses attention and performance with a 
visual discrimination task. 

SUMMARY OF CONTENTS

> MDF SAC
> VeriFEED pellet dispenser
> Receptacle w/head entry detection and light

 >  A special connection panel (SG-226C) for adjusting 
nose poke light intensity.

 NOTE: Voltage for the first nine outputs is controlled by the fader settings. 
The next three outputs are generally used for a receptacle light, food or 
liquid reward, and a house light. The remaining four outputs select the 
desired fader settings.

NOTE: Order MED-SYST-8-USB interface and software package to run up 
to four test chambers or MED-SYST-16-USB to run up to eight. Interface, 
computer and software are sold separately.

FIVE HOLE NOSE POKE 
PACKAGE W/OLFACTORY 
STIMULUS DELUXE

MED-NP5L-OLF  RAT

Example setup using an ENV-009 chamber in place of the ENV-007-VP.



HOLES
LIGHT
(OD)

IR PLACEMENT 
(FROM FRONT)

ACCESS 
OPENING
(ODXD) FITS CHAMBER

ENV-115A-OF 5
 0.3”
(0.8 cm) 0.58” (1.49 cm)

1” x 0.78”
(2.54 x 2 cm) ENV-007

ENV-115C-OF 5
 0.3”
(0.8 cm) 0.27” (0.68 cm)

0.5” x 0.4”
(1.27 x 1.03 cm) ENV-307W

ENV-115A-OF

ENV-115A-OF

OLFACTORY COMPONENTS OLFACTORY COMPONENTS
MED ASSOCIATES: NOSE POKE
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OLFACTORY DISTRIBUTOR 
FIVE CHANNEL

Uses five normally closed valves for odor lines and a 
normally open valve with fresh air for continuous air 
flow to five outputs.
NOTE:  Pumps, nose poke and 28V operating equipment sold separately.

ENV-275-5  MOUSE+RAT

FIVE HOLE NOSE POKE WALL 
W/OLFACTORY STIMULUS

Designed for use with our modular operant behav-
ioral test chambers. All components are operated by 
our Med-PC® V software (SOF-736).

• Individual olfactory stimulus in each nose poke

•  Check valves eliminate backflow of scents 

•  Olfactory stimulus is removed from all five nose 
pokes via an exhaust port (vacuum source required)

NOTE:  A pressurized lab air supply or air pump and vacuum pump are 
required, sold separately.

ENV-115C-OF  MOUSE

ENV-115A-OF  RAT

1 9

2

3

5

6

7

8

4

1 = AIR PUMP
2= SOLENOID
3 = MANIFOLD
4 = ONE-WAY CHECK VALVES
5 = SCENT JARS
6 = SOLENOID
7 = NOSE POKE PORTS (OR OTHER OLFACTORY DEVICE)
8 = MANIFOLD
9 = AIR PUMP
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